
CEA-EDA-01D-2 D: Crawlspace Earthquake Damage Inspection Checklist

B. General Crawlspace Information

6. Access Locations:

Where description is requested, if necessary, attach additional pages of notes and photographs 
keyed to the appropriate checklist item.

A. General Inspection Information
1. Property Owner’s Name:

2. Street Number of Property:

   City: State:  Zip:

3. Date of Inspection (mm/dd/yyyy) :

4. Inspector’s Name:

Crawlspace Earthquake Damage 
Inspection Checklist

2. Street Address of Property:

5. Extent of Crawlspace:

If “Other,” describe:

*A partitioned crawlspace has two or more areas that are not interconnected and must be accessed from multiple entry locations.
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C. Crawlspace Inspection
When Yes is marked, consider if a technical consultant is warranted. The N/A response option stands for Not Applicable.

10. Framing: (if yes, provide description and photos)

a. General pattern of tilting of posts or cripple walls?

b. Isolated tilting of posts or cripple walls?

c. Loose posts?

d. Split sill plates?

e. Fractured, buckled, or loose diagonal braces?

f.  Shifting or sliding of framing relative to foundation?

g. Other abnormal conditions, describe:

 House Number:

11. Foundation: (if yes, provide description and photos)
a.  Fresh cracks greater than 1/2-inch wide or offset by more than 1/16-inch out of plane?

b. Damage to masonry beneath fireplaces?

c. Piers or stands shifted or fallen over?

d. Other abnormal conditions, describe:

8. Location of Stemwalls:

9. Type of Stemwalls:

If “Other,” describe:

7. Crawlspace Framing

If “Other,” describe:
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 House Number:

12. Plumbing: (if yes, provide description and photos)

a. Evidence of active leakage?

b. Broken pipe or joint separations in sewer piping?

c. Broken pipe or joint separations in water piping?

d. Other abnormal conditions, describe:

13. Forced Air Heating and Cooling Ductwork: (if yes, provide description and photos)

a. Crushed ductwork?

b.   Separated    joints?

c.  Presence   of   asbestos   insulation   or    joint  taping?

d.  Damaged    asbestos insulation   or   joint   taping?

e. Other abnormal conditions, describe:

D. Conclusions
14. Based on this inspection, should use of a technical consultant be considered?

If yes, which question(s) drove this decision:

If yes, describe the reasons:

15. Additional Comments
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